FAN-SHAPED THUMBWHEEL OPERATORS

IMPORTANT NOTE:

This operation must be performed before installing the glass units in their respective openings.

Applicable for both left and right sides.
If this orientation is not observed, remove the thumbwheel, flip it and re-install it.

STEP 3

LEFT SIDE FAN-SHAPED THUMBWHEEL

OPEN POSITION

CLOSED POSITION

TURN IN THIS DIRECTION TO OPEN THE BLADES

TURN IN THIS DIRECTION TO CLOSE THE BLADES

± 115°

NOTE:

ROTATION LIMITED TO APPROX. 115° INSTEAD OF 180°

LOUVERS COME DOWN FROM OPERABLE SIDE

RIGHT SIDE FAN-SHAPED THUMBWHEEL

OPEN POSITION

CLOSED POSITION

TURN IN THIS DIRECTION TO OPEN THE BLADES

TURN IN THIS DIRECTION TO CLOSE THE BLADES

± 115°

NOTE:

ROTATION LIMITED TO APPROX. 115° INSTEAD OF 180°

LOUVERS COME DOWN FROM OPERABLE SIDE

IMPORTANT NOTE:

This operation must be performed before installing the glass units in their respective openings.

Applicable for both left and right sides.
If this orientation is not observed, remove the thumbwheel, flip it and re-install it.