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FEATURES

(D A PRIMARY SEAL MADE OF POLYISOBUTYLENE IS USED FOR ITS HIGH RESISTANCE AGAINST ULTRAVIOLET RAYS AND 1S
COMBINED TO A SECONDARY SEAL MADE OF HIGH QUALITY POLYSULFIDE. SILICONE AVAILABLE UPON REQUEST, OR WHEN
USING POLYCARBONATES AND GLASS-CLAD POLYCARBONATES.

(@ THE TUBULAR PROFILE CONTAINS A HIGHLY EFFECTIVE DRYING AGENT, PROVIDING MOISTURE-FREE AIR SPACE BETWEEN GLASS
PANELS.

(3 THE UNIQUE HOLLOW-CHAMBERED LOUVERS PROVIDE MAXIMUM RIGIDITY AND STRENGTH AND MAINTAIN THE PARALLEL
ALIGNMENT OF THE BLADES FOR UTMOST PRIVACY AND LIGHT CONTROL.

@ THE 2" (50.8mm) DEHYDRATED AIRSPACE REDUCES NOISE CONSIDERABLY, PROVIDING SOUND ATTENUATION VASTLY SUPERIOR
TO STANDARD AIR-SPACED INSULATING GLASS UNITS. 2.5" (63.5mm) AIRSPACE AVAILABLE UPON REQUEST.

® ALL PIVOTS, PINIONS, AND RACKS ARE MADE OF U.V. STABILIZED MATERIAL TO ENSURE DIMENSIONAL STABILITY, DURABILITY,
NEVER NEEDING LUBRICATION.

© VARIOUS GLAZING PRODUCTS AND POLYCARBONATES ARE AVAILABLE ACCORDING TO APPLICATIONS AND PROJECT NEEDS.
@) THE RACK IS MADE OF CORROSION-RESISTANT ALUMINUM.
THE GEAR HOUSING (FOR CRANK HANDLES AND MOTORS) 1S MECHANICALLY ATTACHED TO THE FRAME.

© THE FINGERTIP CRANK HANDLES AND THUMBWHEEL OPERATORS ARE MADE OF LONG-LASTING PLASTIC OR ALUMINUM, EASY
TO ROTATE AND REQUIRING NO MAINTENANCE.
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